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S32K388EVB-Q289は、産業分野および車載分野の汎用アプリケーションに対応する評価/開発
ボードです。

S32K388EVB-Q289は、289 MAPBGAパッケージの32ビットArm® Cortex®-M7 S32K3 MCU
を搭載し、マルチコア・モード、HSE_Bセキュリティ・エンジン、OTAサポート、高度なコネク
ティビティ、2 x 1 Gbitイーサネット・ポート、低消費電力といった特徴を備えています。

S32K388EVB-Q289は、Arduino® UNOピン配列互換の標準ベースのフォーム・ファクタと、
幅広い拡張ボード・オプションによって、アプリケーションの迅速なプロトタイプ作成を可能
にします。



S32K388EVB-Q289の特長 Block Diagram
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+1,8 V, +1,2 V and 1,1 V

Debug JTAG Connectors:

ARM ETM Mictor 38-pin with TRACE
20-pin Cortex Debug D ETM with TRACE

20-pin ARM Standard JTAG

ADC Rotary Potentiometers [2]

User Push Buttons [2, Active High]

User RGB LED Indicators [2, Active High]

IO Matrix

ARDUINOTM Shield Connectors

FS26 Safety System Basis Chip

+5 V, +3,3 V and 1,5 V (opt. SMPS)
On-Board Debug Interface with K26

TJA1153 Secure CAN FD Interface [2]

MII/RMII/RGMII Ethernet IntefraceS32K388
MCU 

289 MapBGA

Sabre Connector

FS5600 Safety System Basis Chip

PF5020 Multi-Channel PMIC

•LPSPI 20Mbps Connector [3]
•TJA1120 Automotive Ethernet PHY

1000BASE-T1

+3,3 V and +3,3 V

TJA1120 Automotive Ethernet PHY
1000BASE-T1

•64Mb QSPI Serial NOR Flash
Optional Options [rewok needed]:

TJA1024 Quad LIN Interface [4]

VBAT
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